
New Product News

30 mm pitch product series now available
Wide range of products applicable to semiconductor manufacturing equipment, data centers, 
low-voltage power receiving panels, and distribution panels

Molded Case Circuit Breakers & Earth Leakage Circuit Breakers

Busbar Plug-In Series

NEW

NEW

NEW
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■Type & Rating
  indicates new products.

Type Applicable panel
Frame and rated current value (A)

50 AF 100 AF 125 AF 250 AF 400 AF 630 AF

Busbar plug-in
30 mm

General product
Power distribution panel

3 A to 50 A
Global product 3 A to 50 A

70 mm
General product Power distribution panel,  

Switchboard
3 A to 630 A

Global product 3 A to 250 A
Socket type Server distribution panel 3 A to 50 A
Power side plug-in (electrical distribution switchboard) Distribution panel 15 A to 30 A

General G-TWIN Lambda Series (30 mm Pitch Product)

Global G-TWIN Lambda Series (30 mm Pitch Product)

Global G-TWIN Series (70 mm Pitch Product)

■Features
●Saves space
• Reduces wiring space for electric cables
• Reduces the width and depth of the panel

●Shortens construction times
• Reduces wiring and installation labor hours
• Speeds up production of panels
• Supports breaker replacement even at changed or added capacities

●Safety
• Comes standard with a line side terminal cover

Enables use of standard terminal covers and insulation barriers on the load 
side

• Comes with a design that hides the busbar from the front of the panel 
Achieves a highly safe control panel and switchboard enclosure by 
separating the power supply and load sides

• Enables use of blank covers to separate areas where breakers are not 
inserted

●Standardization
• Supports use of standard for the busbar
• Standardizes dimensions from the breaker mounting surface to the front 

panel cutting surface

●Global products
• Supports standards in North America, Asia, and the EU
• Enables mounting a UL/CSA certified OFF lockable locking unit
• Comes standard with terminal covers on the power supply and load sides
• Supports IP20 protection

JISEN

[Mounting Example for G-TWIN Lambda Series (30 mm Pitch Product)]
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(8) Connection type

Symbol Connection type

2A 2P R-S connection

2B 2P S-T connection

2C 2P R-T connection

3A 3P R-S-T connection

(1) Basic type

Symbol Category

BW □ B
G-TWIN Molded Case Circuit 
Breaker (MCCB)

EW □ B
G-TWIN Earth Leakage 
Circuit Breaker (ELCB)

(2) Frame

Symbol Category

50 50AF

(3) Breaking capacity category

Symbol Category

E Economical type

S General-purpose type

R
High performance type
(UL registered product)

(4) Product category

Symbol Application

G JIS, CE and CCC product

GU UL registered product

(5) Number of poles

Symbol Number of poles

2P 2-pole

3P 3-pole

(6) Rated current

Symbol Current [A] MCCB ELCB

003 3 ○ −

005 5 ○ ○
010 10 ○ ○
015 15 ○ ○
020 20 ○ ○
030 30 ○ ○
032 32 ○ ○
040 40 ○ ○
050 50 ○ ○

(7) Rated sensitive current
      (ELCB requires designation)

Symbol
Rated sensitive 
current (mA)

B 30

D
50
(EW50RBGU only)

C 100

E 200

H 300

(9) Terminal cover

Symbol Specification

Blank
Without 
terminal cover

C
With 
terminal cover

(10) Connection
       busbar pitch

Symbol Pitch

T3 30 mm

(8) Connection type

Symbol Connection type

2A 2P R-S connection

2B 2P S-T connection

2C 2P R-T connection

3A 3P R-S-T connection

(1) Basic type

Symbol Category

BW □ A
Molded Case Circuit 
Breaker (MCCB)

EW □ A
Earth Leakage Circuit 
Breaker (ELCB)

(2) Frame

Symbol Category

50 50AF

100 100AF

125 125AF

250 250AF

400 400AF

630 630AF

(3) Breaking capacity category

Symbol Category

E Economical type

J General-purpose 
typeS

R
General-purpose high 
performance type

(4) Product category

Symbol Application

G
General line protection use
(instantaneous fixation)

GU UL registered product

M Motor protection use

Q
Instantaneous trip type
(instantaneous fixation)

S Non-automatic trip

L With leakage alarm

Z With ZCT

(5) Number of poles

Symbol Number of poles

２P 2-pole

３P 3-pole

(9) Terminal cover

Symbol Specification

Blank
Without 
terminal cover

C
With 
terminal cover

(10) Connection
       busbar pitch

Symbol Pitch
T7 70 mm

(7) Rated sensitive current
(Designation required for ELCB 
and leakage alarm types)
Same as standard product.

(6) Rated current
Same as standard product.

■List of Busbar Plug-In Series
 indicates new products.

Applicable 
panel Power distribution panel Power distribution panel 

and switchboard Server distribution panel Distribution panel

Product 
series

GT Lambda Series 
30 mm pitch product

GT Lambda Series
Global product 

30 mm pitch product

GT Series
Global product 

70 mm pitch product

GT Series 
70 mm pitch product GT Lambda Series Compact Twin

Product 
photo

Basic type

Molded Case 
Circuit Breaker

Earth Leakage 
Circuit Breaker

Molded Case 
Circuit Breaker

Earth Leakage 
Circuit Breaker

Molded Case 
Circuit Breaker

Earth Leakage 
Circuit Breaker

Molded Case 
Circuit Breaker

Earth Leakage 
Circuit Breaker

Molded Case 
Circuit Breaker

Earth Leakage 
Circuit Breaker

Molded Case 
Circuit Breaker

Earth Leakage 
Circuit Breaker

BW50EBG 
BW50SBG

EW50EBG 
EW50SBG BW50RBGU EW50RBGU

BW50RAGU
BW100EAGU
BW125JAGU
BW125RAGU
BW250JAGU
BW250RAGU

EW50RAGU
EW100EAGU
EW125JAGU
EW125RAGU
EW250JAGU
EW250RAGU

BW50RAG 
BW100EAG 
BW125JAG 
BW125RAG 
BW250EAG 
BW250JAG 
BW250RAG 
BW400EAG 
BW400SAG 
BW400RAG 
BW630EAG 
BW630RAG

EW50RAG 
EW100EAG 
EW125JAG 
EW125RAG 
EW250EAG 
EW250JAG 
EW250RAG 
EW400EAG 
EW400SAG 
EW400RAG 
EW630EAG 
EW630RAG

BW50SBG EW50SBG F52P FG52P

■Type number nomenclature

EW
(1)

3P
(5)

3A
(8)

T7
(10)

125
(2)

100
(6)

J
(3)

C
(9)

A
(1)

B
(7)

G
(4)

- EW
(1)

3P
(5)

3A
(8)

T3
(10)

50
(2)

050
(6)

R
(3)

C
(9)

B
(1)

B
(7)

GU
(4)

-

Accessories (sold separately)
• Busbar support: BW9DMC
• Blank cover: BW9DBC
• Push clips: BW9DCC

30 mm pitch product70 mm pitch product

Accessories (sold separately)
• Busbar support: BZ6DSE
• Blank cover: BW9DDC


